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REWEW OF PERMIT. PERFORMANCE STAHDARDS -PERTTIT CONDITION REQWRETTENTS

7. Subsfantiate the elements on this inspection by checking the appropriate pefformance standard.
a. For COMPLETE rhspecfrbns provide nanative justification for any elements not fully nspecfed unless element ls nof

apprcpriate ta the sife, in which case check Not Applicable.
b. For PARTIAL inspections check only the elements evaluated.

2. Document any noncompliance situation by rcfercnce the IVOV rssued at the appropriate performance standard /isfed below.
3. Reference any naratives wriften in conjunction with this inspection atthe apprcpiate pefformace standard lisfed below.
4. Provide a brief status rcpoft for all pending enforcemenf actrbns, permit canditions, Divison Orders, and amendments.

1. Permits, Change, Transfer, Renewal, Sale

Evaluated Not Applicable Comment Enforcement

NNTT
2. Signs and Markers TMg n
3. Topsoil nT T T
4.a Hydrologic Balance: Diversions trtrI T
4.b Hydrologic Balance: Sediment Ponds and lmpoundments trtrTT
4.c Hydrologic Balance: Other Sediment ControlMeasures TtrTM

4.d Hydrologic Balance: Water Monitoring TtrTn
4.e Hydrologic Balance: Effluent Limitations TtrT n
5. Explosives Mtr I tr
6. Disposal of Excess Spoil, Fills, Benches IT tr l
7. Coal Mine Waste, Refuse Plles, lmpoundments ETtr T
8. NoncoalWaste r TtrT
9. Protection of Fish, Wildlife and Related Environmental lssues tr T n I
10. Slides and Other Damage InT T
1 1. Contemporaneous Reclamation rT T T
12. Backfilling And Grading ITT tr
13. Revegetation T uItr
14. Subsidence Control n trTT
15. Cessation of Ooerations n T TT
16.a Roads: Construction, Maintenan@, Surfacing I tr TT
16.b Roads: Drainage Controls T T TT
17. OtherTransportation Facilities TTTT
18. Support Facilities, Utility Installations trTtr T
19. AVS Check TTTu
20. Air Quality Permit TIrT
21. Bonding and Insurance T T tr T
22. Other tr trTtr
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2. $isns and Markers

Mine identification sign is located along side of the county road used for access into
the permit area. The sign contains the required information.

4.c Hvdrolosic Balance: Other SedimFnt Gontrol Measures

The sediment treatment basin locate on the back side of the refuse pile has a by
pass hole under the culvert used for discharge. This hole transcends through the
embankment directly under the culvert. Problems also exist on the culvert that is
placed under the road and allows water to enter this same sediment basin. Water
has under cut this culvert as well. Maintenance need to be done on both culvert to
repair the damage.

The majority of the sediment basins located on the mine site need to be cleaned out
as they are at capacity.

7. Coal Mine Waste. Refuse Piles. lmpoundments

The refuse pile is being mined in horizontal lifts. The pile appeared stable. Drainage
from the surface of the pile is directed to the designed culvert at the south east end.


